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TECHNICAL PAPER

WATER VENTURI SYSTEM.
Model VENT-CHF

Introduction

This ventiur aystem is designed for use in  swinming poc, or arge spa application. Te pricipl of the
ventur i 0 create suction (s draw) by forcing 2 56t amount (or flow rate) of watar through a ipe that
arsdualy reduces n size snd ot the smalest pant. n the pipe the ventur action (or ai suston) fs
created. Instal the ventur on th discharge side of the punp and afcer th fter assembly.The use of
adjustatie ballvaive o Uhe prferred method o nstallation especialy on args systems 38 the vertari may
creati an unaccepuabls pressure drop.

Installation

Pic alocation that wil allow crough space to nstall the assentby (approximately '), Measure the space.
betiveen the VENT-CHF ausembly 1o determins the length of pipe that. nezda to be removed from the
aystem, Drsin system 50 that the water eve s beow Ui output e going back to the ool 12 prevert
Water from coming back through the pping, Cut appropriate ength ofpipe and nstal vt systern sing
PYC cement, Thead check vale It the treaded port located on she venturi Use Telon tape tocrsure
water tight seal, Mount the ozone generator in an appropriate location and ru the 3/8" D i from the
eneratonto the check valve. e plastic hose clamp onco the 378 ing and push Insanto the barbed end
of the check vale. A the hose clamp over the barbed itting to ensure 3 secure seal. After al
connections are made, reil the water in the poolor spa 20 The approgriats level and check fo leako, If
there are.no leake, ou sre ready ta skart cperating the system.
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Check vabe (CHE-0218)
ase clamp (HC-001)
12 0 318 1D hose 40-575)
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Wit th ball vabve n e fuly apen pesiion, urm on the pump. I this position there should be virtually o
raw (suction) through the ventri, To increase the draw, slowy cose the red bal valvz handie. This wil
reat back preseure it the main v coming from tha punp Which wil force watar up to and through she
ventari, thereby insreasing draw (suctian). On mosy systers, tuming the valve ©o 313 closed, shoud
areat enough suction for theunl 1o urction adequatel. Adjust your system sccordingly(echer cpen or
close) to achieve the most desirabie ir draw (deallys SCFF). The 1 2'venturi systema cated for 60 gpnt
With a5 pal pressure drop

An alternace method of installtion s o bss tha VENT-C systam which incorporates the ventari only (o
ol valv by-pass). T systam does not. allowfor the il range of iocblicy that the YENT-CHE system
oo but may e suited for ertain applications. ollow the same irstatation instructions 35 show sbove ta
instal the VENT-C (Plase remember that there il be significant presure drop in your sytem by using tis
installtion mettod).
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For Further Information Contact:
Jimeo A'S

Ellchaven 4 - DK-5900 Rudkobing
Danmark.

TIFE45 62 51 54 56- Fax 45 62 51 5457
wwjimea-group com

—+— e




	 

	 


